153 Bowles Road
Agawam, MA 01001-3824
E-8{0-633-3860

Fax 413-789-1069

www olviisl.com

Friday, May 07. 2010

Pyex Sanders

540-829-259]

Re GERMANNA COLLEGE AUTOMOTIVE BLIDG

Dyear: Dex Sanders

I liave enclosed the Job Report Number 939 from (he above relerenced Jobo The report was recorded by
loseph Delitippo, OMUG Techinical Representalive,

Hyvou have any further questions. please feel free 1o call,

Sincerely.

"y XU%/ "

Joe Delifippo
Olvlond Product Mangaer

¢ Germanaa Collpe

At Joc Kooly,
540-727-3430
ke

Ione



Insulation Adhesive Test Report

Form A
JobNumber: 939 Test Date RERMMI NS FEA0 AN
Job Name GERNMANNA COLLEGE AUTOMO TNV B DG
Lacation CULPEPPIROVA Roof Area 5000 sy Bdg Heiaht 25 I
Ambient Temp 83 I )
Replace Prains Number U0

Fesier Mor/Moded Com-len

) . 3 . Replace Pipe Guards Number
Max, Cap of Tester L300 ihi

Nanther Tests on Form (2 1
Date of Last Calib.
Witnessed hy JOH KOO T/

Test Performed by Joseph Delvitippo

. . . . Adhesive Manufacturer  OMG
Insalation Manufacturer  CARLISLE '

A : Adhesive Type OFLYBON 500
Insalation Type IS0 N
insalation Thickness 2 Project Type Retrodit
Fest Cut Arest Repaired By JOE KOO 1/ Ground Roughness
New Roof Manufacturer CARLISLIE Thickness Exist, Roof Assm 40"
Roof Cover Fype  Built-up Rooling

DECKTYP

Steed Gauge
Structural Concrete Thickness Steactural Conerete Type
Lightweight Concrete Thickness
Inswlating Concrete Thickness
Cermentitious Wood Fiber Y Thickness A"
Gypsem Thickness Gypsenr Type
Wood Thickness Wood Type
Fiberglhass Thickness
Other Other: Thickness

Disclaimer: MANUGFATURER'S INSTALEATION REQUIREMENTS SHALL BE FOLEAWED
WHEN USING ANY OF THE TESTED ADHESIVES., NEITHER THE TECHNICIAN
PERFORMING THE PULLOUT TESTS NOR HIS/HER COMPANY IS RESPONSIBLE FOR THE
WATERPROOFING INTEGRITY OF THE REPAIRS, THIS TEST REPORT DOLS NOT
CERTHY THE STRUCTURAL INTEGRITY OF THE ROOF DECK
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Test Resulis JobNumber:
G RNANNA COLLLOD AUVTOMOTIVE 131DG

I'orm © Joly Name

TestNumber  Localion Pull Value PSEF % FadlureMode

| | 785 SERE COMMENTS

*Actual vadue recorded less Tare

Comments:  THE GLYBOND 300 WAS APPLIED IN RIBBONS OF 6" ON CENTER,

MODE OF FAILGRE: BELAMINATION OF ADUESTVE FROM BUIOWHITEE REMOVING SOMI
PIECTS OF BLHIR.

P TEST WAS TARKEN DIRFCTLY OVEIRCVHE EXISTING BUR AFTER SWERPING AWAY I
FLOOSE GRAVEL L
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